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Maintenance-friendliness
During the development of the new Fendt combines, the emphasis was 
always on maintenance and maintenance-friendliness. The side panels 
can be opened easily with the aid of gas shock absorbers.

Easy access to the radiator  
Easy and convenient access to the radiator permits faster cleaning. That 
allows a long working day to be finished quicker.

Maximum parts availability, directly from your local dealer
AGCO Parts offers Fendt dealers the "Optiparts" programme, which provides dealers with 
an active supply of all of the most common parts, so that many replacement parts are 
always in stock. Ideal for limiting downtime to an absolute minimum.

Know-how through practical training
Learn how to technically and economically optimise operations with your Fendt combine 
for increased benefits in the field, on the road and in the books. Professional instructors 
show you how to utilise top class technology efficiently and safely, both in theory and 
practice.

Maintenance and service 
	 to high Fendt standards

Fendt combines are designed for maximum 
service life. Optimum access to all servicing 
points and maintenance monitoring with 
the Fieldstar terminal facilitate mainte-
nance and servicing work. If faults occur, 
the source can be localised quickly with the 
aid of the CAN bus electronics.

Maintenance monitoring with Fieldstar
You can call up your current maintenance 
plan in the Fieldstar terminal. 

Personnel with first-class training 
Your demands for optimum service and tech-
nology can only be met with highly qualified 
workshop personnel. That is why we place 
great value on offering our dealers first-class 
training.

Centralised parts warehouse in the middle 
of Europe
The central warehouse is located in France. 
Parts that are ordered through a Fendt sales 
partner by 18:00 in the evening are delivered 
to the Fendt service workshop by 8:00 the 
next morning at the latest (within 1000 km).
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Technical Specifications

Table
Width (m) PowerFlow 	
Reel drive	 	
Reversing
AutoLevel table guidance	
Constant Flow

Threshing system
Width (mm)		
Threshing drum diameter (mm)	
Concave area (m2)	
Beater diameter (mm)	
Beater separating area (m2)	
RotorFeeder separating area (m2)	
No. of rotors
Rotor diameter (mm)	
Rotor length (mm)
Separating concave area (m2)	
Speed ranges (rpm)

Cleaning
Total sieve area (m2)	
Two step system, pressurised air	
Removable preparation floor
Fan speed adjustment
Separate rethresher

Grain tank
Capacity (l)
Unloading rate
Max. unloading height (mm)

Straw and chaff management
High-capacity chopper
108 serrated knives
Maxi Spread radial spreader
Straw chopper deflectors
Chaff spreader

Engine
Manufacturer
Max. power (kW/hp)	
Fuel tank (l)
AdBlue tank

Transmission
Hydrostatic drive
No. of gears
Speed range (km/h)

Cab
Type
Ventilation	  

Automatic air conditioning
Heating
Fieldstar terminal
Comfort seat with air suspension

Weights and dimensions
Height (transport position) (mm)
Length (without table) (mm) 
Length (with table) (mm)

*incl. 30 hp boosted power

6.80/7.70/9.20
hydraulic
hydraulic

●
●

1.680
600
1.18
376
0.39
0.33

2
475

4200
3.54

360 - 1000

5.3
●
●

electric
●

10.500
90

4500

●
●
❍
❍
●

AGCO SISU POWER
367/500*

750
103

●
4

0 - 25

integral, sound-proofed
ventilation system with 

blower in roof
●
●
●
●

3.950
8600

16320

6.80/7.70/9.20
hydraulic
hydraulic

●
●

1.680
600
1.18
376
0.39
0.33

2
475

4200
3.54

360 - 1000

5.3
●
●

electric
●

9.500
90

4500

●
●
❍
❍
●

AGCO SISU POWER
367/500*

750
103

●
4

0 - 25

integral, sound-proofed
ventilation system with 

blower in roof
●
●
●
●

3.950
8600

16320

9470 X 9470 X AL

● = standard equipment
❍ = optional equipment

9470 X AL

	 620/75R34	 	 –	 3480	
	 650/75R32	 	 3500	 –
	 680/85R32	 	 3500	 –
	 800/65R32	 	 3800	 3882
	 900/55R32	 	 4020	 4020
	 1050/50R32	 	 4350	 –

9470 X
Overall width in mm 
for driven tyres:



Leaders drive Fendt 

MD-X/1.0-EN/06-10/2-Ro

Sales agent:

AGCO GmbH 
Fendt Marketing
D-87616 Marktoberdorf
Fax +49 (0) 8342 / 77-220
www.fendt.com


