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Cutaway view

1 Cutting table
2 Power Feed Roller
3 Main crop elevator
4 Threshing drum
5 Concave
6 Beater
7 ABC module
8 Multi Crop Separator plus
9 Straw walker
10 Grain pan
11 HighCapacity Sieves
12 Fan
13 Good grain auger
14 Returns auger
15 Turret unloading system

16 Grain tank
17 Engine
18 Cab
19 Air suspended driver's seat
20 Agritronic plus
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Technical specifications

Table
Table widths from - to
Terra Control automatic cutting height control
Auto level table control
Cutting frequency (strokes/min)
Crop feed
No. of chains in crop elevator
Feed fingers over entire width
Reel speed (rpm)

Threshing system
Threshing drum width (mm)
Threshing drum diameter (mm)
Threshing drum speed
Concave wrap angle 
Concave area (m²)
Electrically adjustable concave
Independent front/rear concave adjustment

Separation
Multi Crop Separator plus (MCS)
MCS plus width (mm)
MCS plus diameter (mm)
Total forced cleaning area (m²)
No. of straw walkers
No of steps
Straw walker length (mm)
Straw walker area (m²)
Total separation area (m²)

Cleaning
Preparation floor with extra high dividers
Fan type
Fan speed
Fan speed (with reduction kit)
Returns to threshing drum
Total sieve area (m²)
Total cleaning area (m²)

Straw and chaff management
Straw chopper
64 knives
52 knives
Double serrated blades
Electrically adj straw chopper deflector plates
Chaff spreader
Quick-switch between chopping and swathing

Grain tank
Grain tank capacity (l)
Unloading rate (l/sec)
Grain tank unloading
Swing angle grain tank unloading auger (°)
Maximum loading height

Fendt 5270 C

4.80 - 7.60
n

n
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Power Feed Roller
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 0 - 60

1340
600

380 - 1210
120°
0.83
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n
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1340
600
1.89

5
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4256
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7.62

n

Radial fan
350 - 1050
270 - 840

n

4.67
7.24

n

-
n

n

q

q

n

9000
105

Turret unloading
100°
4.5

Fendt 5270 C AL

4.80 - 7.60
n

n

1220
Power Feed Roller

3
n

0 - 60

1340
600

380 - 1210
120°
0.83
n

n

n

1340
600
1.89

5
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7.62

n

Radial fan
350 - 1050
270 - 840

n

4.67
7.24

n

-
n

n
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8200
105

Turret unloading
100°
4.5

Fendt 6300 C

4.80 - 7.60
n

n

1220
Power Feed Roller

4
n

0 - 60

1600
600

380 - 1210
120°
0.99
n

n

n

1600
600
2.25

6
4

4256
6.81
9.06

n

Radial fan
350 - 1050
270 - 840

n

5.58
8.64

n

n

-
n
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q

n

9000
105

Turret unloading
100°
4.5

Fendt 6300 C AL

4.80 - 7.60
n

n
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0 - 60
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600

380 - 1210
120°
0.99
n
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600
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Radial fan
350 - 1050
270 - 840

n
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8.64

n
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105

Turret unloading
100°
4.5
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Fendt 5270 C

AGCO SISU POWER
7.4

202/ 275
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4000
8910

12100

800/65R32
460/70R24

3630
3395 
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3195

Fendt 5270 C AL

AGCO SISU POWER
4.4

202/ 275
600

n

4
n

n

n

n
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4000
9100

12100

650/75R32
460/70R24

-
-

3490
-

Fendt 6300 C

AGCO SISU POWER
8.4

246/ 335
600

n

4
q

n

n

n

n
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4000
8910

12800

800/65R32
460/70R24

3920
3650 
3490
3480

Fendt 6300 C AL

AGCO SISU POWER
8.4

246/ 335
600

n

4
n

n

n

n

n

n

4000
9100

12800

650/75R32
460/70R24

-
-

3815
-

Engine
Engine type
Cubic capacity (l)
Power (kW/ hp) (ISO TR14396)
Fuel tank capacity (l)

Transmission
Hydrostatic drive
No. of gears
4WD

Cab
Driver seat with air suspension
Passenger seat
Heating
Automatic climate control
Agritronic plus

Weights and dimensions
Height in transport position (mm)
Length with chopper (mm)
Weight* (kg)

Tyres
Front tyres (standard)
Rear tyres (standard)
Transport width with tyres:
800/65R32 (mm)
710/75R34 (mm)
650/75R32 (mm)
620/75R34

* depends on equipment

- not available
q optional
n basic equipment

All data regarding delivery, appearance, performance, dimensions and weight, fuel consumption and 
running costs of the vehicles correspond with the latest information available at the time of going to 
press. Changes may be made before the time of purchase. Your Fendt dealer will be pleased to supply 
you with up-to-date information.
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